ANCHOR FENCES 

PROTECTIVE • ATTRACTIVE 
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There is an Anchor Fence for 
any and every protective re¬ 
quirement. Illustrated are some 
[ examples of typical installa- 
tions. May be obtained 
ft with toprail or without top- 
■ rail as desired. 






















ANCHOR FENCE SALES AND ERECTING SERVICE 
IS NATION-WIDE 


During the years that have passed since its 
establishment in 1892, the record of Anchor 
Post Products, Inc., has been one of continued 
growth. Starting with a modest factory in 
Brooklyn, N. Y., it now has modern plants in 
Baltimore, Md., Houston, Texas, and Whittier, 
Cal. 

In order to serve our customers as promptly 
and efficiently as possible we maintain a na¬ 
tion-wide organization of branch,sales offices 
and warehouses. (Partial list appears on Page 
4.) Each office has erectors who are factory 
trained to erect a customer’s fence to Anchor 
standards and thereby insure a well-done, 
economical job. In addition, our experienced 
sales force is fully equipped and trained to 
render valuable aid in the selection of the right 
type fence to fit protective requirements . . . 
and, have the backing of a home office staff 
of engineers, who are able to solve any fenc¬ 
ing problem no matter how complicated. 

This service is available to you at no charge 
or obligation. Try Anchor on your next fenc¬ 
ing job . . . and get the right fence for your 
protective requirement. 



AN ANCHOR CHAIN LINK FENCE FOR EVERY REQUIREMENT 


TYPE OF 

LINE POST 

TOPS 

-f- 



& 

ft. 

ft 

H 

Angle Arm—3 strands 
barbed wire—top rail 
optional 

“A” Arm—5 strands 
barbed wire—top rail 
optional 

I 

“V” Arm—6 strands 
barbed wire—top rail 
optional 

No top rail 

With top rail 

With top rail 

Type of Fence 

DOA-1 

DTA-T 

DOAA-1 

DTAA-1 

DOAV-1 

DTAV-1 

CO-1 

DO-1 

CT-1 

DT-1 

CT-1 

Tennis 

DT-1 

Tennis 

Height in 

Feet 

5, 6, 7, 

8, 9, 10, 
11, 12 

5, 6, 7, 

8, 9, 10, 
11, 12 

7, 8, 9, 
10, 11, 12 

7, 8, 9, 

10, 11, 12 

7, 8, 9, 
10, 11, 12 

7, 8, 9, 

10, 11, 12 

4, 5, 6, 

7, 8 

5, 6, 7, 

8, 9, 10, 
11, 12 

4, 5, 

6,7 

5, 6, 7, 

8, 9, 10, 
11, 12 

8,10 

8, 10, 12 

Fabric* 

W & M Gauge 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

6 or 9 

11 

11 

Fabric Mesh 

Size 

2" 

2" 

2" 

2" 

2" 

2" 

2" 

2" 

2" 

2" 

! 3 / 4 " 

iy 4 " 

H-Beam 

Line 

Post 

Size 

2'A" 

2y 4 " 

2%" 

2’A" 

2y 4 " 

2 Vi" 

1 y«" 

2’/ 4 " 

17b" 

2 y 4 " 

17." 

2 Vi" 

Weight 

Ibs./ft. 

4.1 

4.1 

4.1 

4.1 

4.1 

4.1 

2.75 

4.1 

2.75 

4.1 

2.75 

4.1 

Line Post 
in Ground 

30" 

30" 

3'0" 

30" 

3'0" 

30" 

3'0" 

30" 

30" 

3'0" 

3'0" 

30" 

Drive Anchor 

Size 

i y 2 "xi y 2 " 

iy 2 "xiy 2 " 

,iy 2 "xiy 2 " 

iy 2 "xiy 2 " 

iy 2 "xiy 2 " 

iy 2 "xiy 2 " 

iy 4 "xiy 4 " 

iy 2 "xiy 2 " 

iy 4 "xiy 4 " 

iy 2 "xivi" 

iy 4 "xiy 4 " 

1 Vi"xl Vi" 

Term. 

Post 

Size 

2Vi" 

2’/ 2 " 

2 Vi" 

2 Vi* 

2 y 2 " 

2 V 2 " 

2" 

2Vi" 

2" 

2 Vi" 

2" 

2’/ 2 " 

Weight 

Ib./ft. 

5.79 

5.79 

5.79 

5.79 

5.79 

5.79 

3.65 

5.79 

3.65 

5.79 

3.65 

5.79 

Top 

Rail 

Size 

None 

l 5 /." 

None 

l s / 8 " 

None 

l 5 /s" 

None 

None 

1 Vi" 

I 5 /." 

iy." 

l 5 /." 

Weight 

Ibs./ft. 

None 

2.27 

None 

2.27 

None 

2.27 

None 

None 

2.27 

2.27 

1.70 

2.27 


* *6 — .192 dia. #9 — .148 dia. » 11 — .120 dia. 































































FEATURES OF ANCHOR CHAIN LINK FENCES • • • • 
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AN ANCHOR-WELD SQUARE FRAME WIRE GATE 


Anchor Gates, Types SD-1 and SDA-1, are made in both single and double types in standard sizes. 
Horizontal and vertical members of 2-inch rounded square steel tubing, inseparably butt-welded 
at the corners, insure unequalled beauty and strength, and provide rigidity and freedom from 
sagging. When maximum protection is required, and when the fence itself has barbed wire top¬ 
ping, the vertical gate members are extended one foot and three strands of four-point barbed wire 
stretched between them. 

The gate frames are filled with chain link fabric to match the fence. Round steel tension rods 
securely hold the fabric to the frame and keep it permanently taut. Fabric can be replaced if 
necessary. 

Because of the design of our hinges, an Anchor gate can be swung through an arc of 180°. 
These hinges are reversible and although they are usually set to swing the gates inward, they can 
be assembled to permit swinging the gates in the opposite direction. 


THE SQUARE TERMINAL POST 

The advantages of the square post are obvious. First, it 
is stronger than a round post of comparable size and 
weight. Second, the fence fabric is fastened to the post 
by means of special adjustable clamps and tension strips 
which cannot be detached from the outside. Third, the 
absence of fabric-holding bands makes climbing practi¬ 
cally impossible. Fourth, square terminal posts are much 
better looking, thus improving the appearance of the 
fence as a whole. 


THE H-BEAM INTERMEDIATE POST 

Weight for weight and size for size, an Anchor H-Beam 
post is much stronger than pipe or other post sections. It 
is made of rolled high-carbon steel and galvanized by the 
hot-dip spelter method, and eliminates possible corrosion 
at the ground line because it is self-draining. Specifying 
H-Beam line posts will mean much to the fence purchaser 
because of its longer life. 


THE “DRIVE-ANCHOR” 


Two galvanized clamps are fastened to post at a point 
which will place them just below ground surface when 
driven to required depth. Galvanized angle-shaped an¬ 
chors of high-carbon steel are driven diagonally, and at 
right angles to fence, through the clamps into the ground. 
The advantages are: (1) front and back bracing, (2) three- 
foot foundation, (3) eliminates post hole digging and 
concrete mixing. 


ANCHOR-WELD IRON FENCE 



































Operating electrically fired, electronically controlled, gal¬ 
vanizing kettles (illustrated above), Anchor actually regu¬ 
lates temperatures of the zinc bath to give very slight 
variances. Permits the application of a top quality uni¬ 
form coating of zinc to our product. Another reason 
why an Anchor Fence is your best buy for long life, better 
service. 


Continuous galvanizing of fence fabric and galvanizing 
of posts, castings and stampings demands precise main¬ 
tenance of proper galvanizing kettle temperature to assure 
a uniform coating of good quality. Unless this temperature 
is uniformly and closely controlled, the coating is apt to be 
too soft or too hard. Anchor’s exclusive method of galva¬ 
nizing after fabrication overcomes this common problem. 
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